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DODISS NOTICE

If you rely on the DODISS Notice to keep you informed of the latest changes and or new
Standardization documents index in the DODISS then we encourage you to register for
your ASSIST Online account (there is no charge for this).

Once you have your account you can take advantage of the ASSIST Alert Service.
Simply establish your ASSIST Alert Portal profile, for more information visit our
ASSIST web site at:

http://assist.daps.dla.mil

Documents listed in this notice have either an indicator of “N” (new), or “M” (modified).
“N” - indicates that this is a new document that has been entered into our database.
“M” - indicates that a modification has taken place to our database. This could be a

revision to a document or an amendment / change / notice to an existing
document.
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M MIL-B-60426B(1) Burster, ProjectileeM54A1 [CUST: AR] A 1320 AR 20-SEP-2006

M MIL-DTL-60584B(1) Projectile, 155 Millimeter - Smoke, WP, Metal Parts Assembly, M110A2 [CUST: AR] A 1320 AR 20-SEP-2006

M MIL-DTL-60585B(1) Case, Projectile, Burster, Assembly, M1E1 [CUST: AR] A 1320 AR 20-SEP-2006

M QPL-26-155 Resistors, Fixed, Wire Wound (Power Type), General Specificatino for A 5905 CcC 05-OCT-2006

M QPL-6749-13 Resistor, Variable, Wire Wound, Nonprecision, Aircraft Power A 5905 cC 05-OCT-2006

M QPL-123-39 Capacitors, Fixed, Ceramic Dielectric (Temperature Stable and General Purpose), High Reliability, |A 5910 CcC 05-OCT-2006
Genera Specification for

M A-A-55569B Fuse, Inclosed Link, Automotive Blade Type, General Requirements for [CUST: EC CC] A 5920 /| CC 05-OCT-2006

M A-A-55569/1B Fuse, Inclosed Link, Fast Acting, 1 Ampere (A) Through 40 A, A 5920 / CC 05-OCT-2006
Automotive Blade Type [CUST: EC CC]

M A-A-55569/2C Fuse, Inclosed Link, Fast Acting, 2 Amperes (A) Through 30 A, A 5920 /| CC 05-OCT-2006
Miniature, Automotive Blade Type [CUST: EC CC]

M A-A-55569/3B Fuse, Inclosed Link, Slow Blowing, 20 Amperes (A) Through 80 A, A 5920 / CC 05-OCT-2006
Automotive Blade Type [CUST: EC CC]

M A-A-59690A Fuseholder, Block, Accommodating Dual-Element, Finger-Safe Fuses, General Requirements for A 5920 /| CC 04-OCT-2006
[CUST: EC CC]

M A-A-59690/1A Fuseholder, Block, 30 Ampere (A), 600 Volts AC, Accommodating Dual-Element, Finger-Safe A 5920 /| CC 04-OCT-2006
Fuses [CUST: EC CC]

M A-A-59690/2A Fuseholder, Block, 60 Ampere (A), 600 Volts AC, Accommodating Dual-Element, Finger-Safe A 5920 / CC 04-OCT-2006
Fuses [CUST: EC CC]

M MIL-DTL-9395/48C Switch, Pressure, Absolute Type I, 5 Amperes [CUST: 11 CC] [REVIEW: 99] A 5930 CcC 03-OCT-2006

M  W-C-596/11D NOT 1 Connector, Receptacle, Electrical, General Purpose, Single Grade, Grounding, 2 Pole, 3 Wire, 15 A 5935 / CC 06-OCT-2006
Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4 EC
MC MI SH]

M W-C-596/12F NOT 1 Connector, Receptacle, Electrical, General Purpose, Deplex, General Grade and Hospital Grade, A 5935 / CC 06-OCT-2006
Grounding, 2 Pole, 3 Wire, 15 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW:
1999 ARASAV CR4 EC MC MI SH]

M W-C-596/13D NOT 1 Connector, Plug, Electrical, General Purpose, Hospital Grade, Grounding, 2 Pole, 3 Wire, 15 A 5935 / CC 16-OCT-2006
Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI
SH]

M  W-C-596/14D NOT 1 Connector, Cable Outlet, Elecrtical, General Purpose, Hospital Grade, Cable Connecting, Grounding, | A 5935 /| CC 16-OCT-2006
2 Pole, 3 Wire, 15 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 AR AS
AV EC MC MI SH]

M  W-C-596/15E NOT 1 Connector, Receptacle, Electrical, Genera Purpose, Single, General Grade, Grounding, 2 Pole, 3 A 5935 /| CC 16-OCT-2006
Wire, 15 Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV
CR4 EC MC MI SH]

M  W-C-596/17E NOT 1 Connector, Plug, Electrical, General Purpose, Grounding, General Grade, 2 Pole, 3 Wire, 15 A 5935 /| CC 16-OCT-2006
Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI
SH]

M W-C-596/18C NOT 1 Connector, Cable Outlet, Electrical, General Purpose, Cable Connecting, 2 Pole, 3 Wire, 15 A 5935 / CC 16-OCT-2006
Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

M W-C-596/42D NOT 1 Connector, Plug, Electrical, General Purpose, Grounding, Hospital Grade, 2 Pole, 3 Wire, 20 A 5935 / CC 16-OCT-2006
Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

M  W-C-596/65D NOT 1 Connector, Receptacle, Electrical, General Purpose, Duplex, General Grade, Grounding, 2 Pole, 3 A 5935 /| CC 06-OCT-2006
Wire, 20 Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV
CR4 EC MC MI SH]

M  W-C-596/67C NOT 1 Connector, Cable Outlet, Electrical, General Purpose, General Grade, Grounding 2 Pole, 3Wire, 20 |A 5935 /| CC 06-OCT-2006
Amperes, 250 Volts, 50/60 Hertz [CUST: CRYD 11 CC]

M  W-C-596/68C NOT 1 Connector, Receptacle, Electrical, General Purpose, Single, General Grade, Grounding, 2 Pole, 3 A 5935 / CC 06-OCT-2006
Wire, 30 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC
MC MI SH]

M W-C-596/70C NOT 1 Connector, Cable Outlet, Electrical, General Purpose, General Grade, Grounding, 2 Pole, 3 Wire, 30 A 5935 / CC 06-OCT-2006
Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 AR ASAV CR4EC MC
MI SH]

M W-C-596/74C NOT 1 Connector, Cable Outlet, Electrical, General Purpose, General Grade, Grounding, 2 Pole, 3Wire, 15 |A 5935 / CC 06-OCT-2006
Amperes, 277 Volts AC, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 ASAV CR4 EC
MC MI SH]

M  W-C-596/80B NOT 1 Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3Wire, |A 5935 /| CC 06-OCT-2006
30 Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4EC
MC MI SH]

M W-C-596/81B NOT 1 Connector, Receptacle, Electrical, General Purpose, Single, Grounding, 2 Pole, 3 Wire, 20 A 5935 / CcC 06-OCT-2006
AMPERES, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4 EC
MC MI SH]

M W-C-596/83C NOT 1 Connector, Plug, Electrical, Special Purpose, Cable Outlet, Locking, Grounding, 2 Pole, 3 Wire, 20 |A 5935 / CC 06-OCT-2006
Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4 EC
MC MI SH]

M  W-C-596/84B NOT 1 Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3 Wire, |A 5935 / CC 06-OCT-2006
20 Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC
MC MI SH]

M  W-C-596/85B NOT 1 Connector, Receptacle, Electrical, Special Purpose, Single, Grounding, 2 Pole, 3 Wire, 15 Amperes, |A 5935 / CC 06-OCT-2006
250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC MC MI SH]

M  W-C-596/86B NOT 1 Connector, Receptacle, Electrical, Special Purpose, Duplex, Grounding, 2 Pole, 3 Wire, 15 Amperes, | A 5935 /| CC 06-OCT-2006
250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4 EC MC MI SH]

M  W-C-596/89C NOT 1 Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3Wire, |A 5935 / CC 06-OCT-2006
15 Amperes, 250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC
MC MI SH]

M  W-C-596/90A NOT 1 Connector, Receptacle, Electrical, Special Purpose, Single, Grounding, 2 Pole, 3 Wire, 30 Amperes, |A 5935 / CC 06-OCT-2006
125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

M W-C-596/91B NOT 1 Connector, Plug, Electrical, Special Purpose, Grounding, Locking, 2 Pole, 3 Wire, 30 Amperes, 125 |A 5935 / CC 06-OCT-2006
Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]

M  W-C-596/92B NOT 1 Connector, Plug, Electrical, Special Purpose, Cable Outlet, Locking, Grounding, 2 Pole, 3Wire, 30 |A 5935 /| CC 06-OCT-2006
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W-C-596/93B NOT 1

W-C-596/94B NOT 1
W-C-596/95B NOT 1

W-C-596/96B NOT 1

W-C-596/97B NOT 1

W-C-596/98B NOT 1
W-C-596/99B NOT 1

W-C-596/102C NOT 1

W-C-596/106B NOT 1

W-C-596/107A NOT 1
W-C-596/108B NOT 1

W-C-596/109B NOT 1

W-C-596/110B NOT 1

W-C-596/111A NOT 1

W-C-596/112A NOT 1

W-C-596/113B NOT 1

W-C-596/114B NOT 1

W-C-596/115C NOT 1

W-C-596/116A NOT 1

W-C-596/117A NOT 1

W-C-596/118B NOT 1

W-C-596/119B NOT 1

W-C-596/120A NOT 1

W-C-596/121A NOT 1

W-C-596/122B NOT 1

W-C-596/123B NOT 1

W-C-596/124A NOT 1

W-C-596/125A NOT 1

W-C-596/127B NOT 1

W-C-596/131B NOT 1

W-C-596/133A NOT 1

W-C-596/134B NOT 1

W-C-596/135B NOT 1

Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding 2 Pole, 3 Wire,
30 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC
MC MI SH]

Connectors, Receptacle, Electrical, Specia Purpose, Single, Grounding, 2 Pole, 3 Wire, 20 Amperes,
125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC MC MI SH]
Connector, Plug, Electrical, Special Purpose, Grounding, Locking, 2 Pole, 3 Wire, 20 Amperes, 125
Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Specia Purpose, Cable Outlet, Locking, Grounding, 2 Pole, 3 Wire, 20
Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI
SH]

Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3 Wire,
20 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 ASAV CR4 EC MC
MI SH]

Connector, Receptacle, Electrical, Special Purpose, Single, Grounding, 2 Pole, 3 Wire, 15 Amperes,
125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC MC MI SH]
Connector, Receptacle, Electrical, Special Purpose, Duplex, Grounding, 2 Pole, 3 Wire, 15 Amperes,
125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV CR4 EC MC MI SH]
Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3 Wire,
15 Amperes, 125 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC
MC MI SH]

Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3 Wire,
30 Amperes, 277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 ARASAV CR4 EC
MC MI SH]

Connector, Receptacle, Electrical, Special Purpose, Single, Grounding, 2 Pole, 3 Wire, 20 Amperes,
277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]
Connector, Plug, Electrical, Special Purpose, Grounding, Locking, 2 Pole, 3 Wire, 20 Amperes, 277
Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Specia Purpose, Cable Outlet, Locking, Grounding, 2 Pole, 3 Wire, 20
Amperes, 277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI
SH]

Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 2 Pole, 3 Wire,

20 Amperes, 277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4 EC

MC MI SH]

Connector, Receptacle, Electrical, Special Purpose, Single, Grounding, 2 Pole, 3 Wire, 15 Amperes,

277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Receptacle, Electrical, Special Purpose, Duplex, Grounding, 2 Pole, 3 Wire, 15 Amperes,
277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Special Purpose, Grounding, Locking, 2 Pole, 3 Wire, 15 Amperes, 277

Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Special Purpose, Cable Outlet, Grounding, Locking, 2 Pole, 3 Wire, 15
Amperes, 277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI
SH]

Connector, Receptacle, Electrical, Male Inlet, Specia Purpose, Locking Grounding, 2 Pole, 3 Wire,
15 Amperes, 277 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 1999 ARASAV CR4EC
MC MI SH]

Connectors, Receptacle, Electrical, Special Purpose, Single, Grounding, 3 Pole, 4 Wire, 30 Amperes,
125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]
Connectors, Plug, Electrical, Special Purpose, Grounding, 3 Pole, 4 Wire, 30 Amperes, 125/250
Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Plug, Elecrtical, Special Purpose, Cable Outlet, Locking, Grounding, 3 Pole, 4 Wire, 30
Amperes, 125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4EC MC
M1 SH]

Connector, Receptacle, Electrical, Male Inlet, Specia Purpose, Locking, Grounding, 3 Pole, 4 Wire,
30 Amperes, 125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4
EC MC MI SH]

Connectors, Receptacle, Electrical, Special Purpose, Single, Grounding, 3 Pole, 4 Wire, 20 Amperes,
125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]
Connectors, Plug, Electrical, Special Purpose, Grounding, 3 Pole, 4 Wire, 20 Amperes, 125/250
Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Special Purpose, Cable Outlet, Locking, Grounding, 3 Pole, 4 Wire, 20
Amperes, 125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI
SH]

Connector, Receptacle, Electrical, Male Inlet, Special Purpose, Locking, Grounding, 3 Pole, 4 Wire,
20 Amperes, 125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV CR4
EC MC MI SH]

Connectors, Receptacle, Electrical, Special Purpose, Single, Grounding, 3 Pole, 4 Wire, 20 Amperes,
250 Volts, 50/60 Hertz, 3-Phase [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]
Connectors, Plug, Electrical, Special Purpose, Grounding, 3 Pole, 4 Wire, 20 Amperes, 250 Volts,
50/60 Hertz, 3-Phase [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]

Connector, Receptacle, Electrical, Male Inlet, General Purpose, Locking, Grounding, 3 Pole, 4 Wire,
20 Amperes, 250 Volts, 50/60 Hertz, 3-Phase [CUST: CR YD 11 CC] [REVIEW: 1999 AR ASAV
CR4EC MC MI SH]

Connector, Receptacle, Electrical, Male Inlet, General Purpose, Locking, Grounding, 3 Pole, 4 Wire,
30 Amperes, 250 Volts, 50/60 Hertz, 3-Phase [CUST: CR YD 11 CC] [REVIEW: 19 99 AR ASAV
CR4 EC MC MI SH]

Connector, Plug, Electrical, Special Purpose, Grounding, 4 Pole, 5 Wire, 30 Amperes, 120/208
Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Specia Purpose, Cable Outlet, Locking, Grounding, 4 Pole, 5 Wire, 30
Amperes, 120/208 Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: 99 AS AV
CR4 EC MC MI SH]

Connector, Receptacle, Electrical, Male Inlet, General Purpose, Locking, Grounding, 4 Pole, 5 Wire,
30 Amperes, 120/208 Volts, 50/60 Hertz, 3-Phase Y [CUST: CR YD 11 CC] [REVIEW: 19 99 AR
ASAV CR4 EC MC MI SH]
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W-C-596/136A NOT 1

W-C-596/137A NOT 1

W-C-596/138C NOT 1

W-C-596/139B NOT 1

QPL-AS81790-1
MIL-PRF-19500/393G

MIL-PRF-19500/735

MIL-DTL-23971/17A

MIL-DTL-25708E
MIL-DTL-55041/11A

QPL-85045-18

QPL-AS50861-1
SAE-AS50861/1
SAE-AS50861/2

SAE-AS50861/3

SAE-AS50861/4

SAE-AS50861/5

SAE-AS50861/6

SAE-AS50861/7

MIL-PRF-44466D
MIL-DTL-2G SUP 1

MIL-DTL-2/1E(1)
MIL-DTL-2/2E(1)
MIL-DTL-2/3D NOT 1
MIL-DTL-2/5D(1)
MIL-DTL-2/6D(1)

MIL-DTL-2/7D NOT 1

MIL-DTL-2/8D NOT 1

MIL-DTL-2/9D NOT 1

MIL-DTL-2/10D NOT 1

MIL-DTL-2/11D(1)

MIL-DTL-2/14E(1)

MIL-DTL-2/16D(1)

MIL-DTL-2/17E NOT 1

MIL-DTL-2/18D(1)

Connectors, Receptacle, Electrical, Specia Purpose, Single, Grounding, 4 Pole, 5 Wire, 20 Amperes,
120/208 Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC M|
SH]

Connectors, Plug, Electrical, Special Purpose, Grounding, 4 Pole, 5 Wire, 20 Amperes, 120/208
Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: ASAV CR4 EC MC MI SH]

Connector, Plug, Electrical, Specia Purpose, Cable Outlet, Locking, Grounding, 4 Pole, 5 Wire, 20
Amperes, 120/208 Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: 1999 AR AS
AV CR4 EC MC MI SH]

Connector, Receptacle, Electrical, Male Inlet, General Purpose, Locking, Grounding, 4 Pole, 5 Wire,
20 Amperes, 120/208 Volts, 50/60 Hertz, 3-Phase, Y [CUST: CR YD 11 CC] [REVIEW: 1999 AR
ASAV CR4 EC MC MI SH]

Connectors, Receptacle, External, Electric Power, Aircraft, General Specification for

Semiconductor Device, Transistor, NPN, Silicon Power, Types 2N3418, 2N3418S, 2N3418U4,
2N3419, 2N3419S, 2N3419U4, 2N3420, 2N3420S, 2N3420U4, 2N3421, 2N3421S, and 2N3421U4,
JAN, JANTX, JANTXV, JANS, JANHC, and JANKC [CUST: CR EC 11 CC NA] [REVIEW: 19
ARASAV MCMI]

Semiconductor Device, Diode, Silicon, Schottky, Dual, Center Tap,
Type IN7041CCU1 and Single Diode Type IN7045T3, JAN, JANTX, JANTXV, and JANS[CUST:
CREC 11 CC NA]

Power Divider/Combiners, N-Way, 0 Degrees, TNC Connectors [CUST: CR EC 11 CC] [REVIEW:
ASMC OS]

Antennas, Blade, L-Band, General Specification for [CUST: CR AS 11 CC] [REVIEW: 99 AV]
Switches, Waveguide, 1P2T, Latching [CUST: CR EC 11 CC] [REVIEW: 19 99 ASMC M| OS SH
SM]

Cables, Fiber Optics (Metric), General Specification for
Wire, Electric, Polyvinyl Chloride Insulated, Copper or Copper Alloy

Wire, Electrical, Polyvinyl Chloride Insulated, Nylon Jacket, Tin-Coated Copper Conductor, 600-
Volt, 105 Degrees C [CUST: CR AS 11 CC] [REVIEW: 1999 AR AT AV CR4 EC MC MI OS SH]

Wire, Electrical, Polyvinyl Chloride Insulated, PV C-Glass-Nylon, Tin-Coated Copper Conductor,
600-Volt, 105 Degrees C [CUST: CR AS 11 CC] [REVIEW: AR AT AV CR4 EC MC M| OS SH]

Wire, Electrical, Polyvinyl Chloride Insulated, PV C-Glass-PV C-Nylon, Tin-Coated Copper
Conductor, 600-Volt, 105 Degrees C [CUST: CR AS 11 CC] [REVIEW: AR AT AV CRAECMC
MI OS SH]

Wire, Electrical Polyvinyl Chloride Insulated, Nylon Jacket, Tin-Coated Copper Conductor, 3000-
Volt, 105 Degrees C [CUST: CR AS 11 CC] [REVIEW: 99 AR AT AV CR4 EC MC MI OS SH]

Wire, Electrical, Polyvinyl Chloride Insulated, Polyvinylidene Fluoride
Jacket, Tin-Coated Copper Conductor, 600-Volt, 110 Degrees C [CUST: CR AS 11 CC] [REVIEW:
99 AR AT AV CR4 EC MC M| OS SH]

Wire, Electrical, Polyvinyl Chloride Insulated, Polyvinylidene Fluoride
Jacket, Silver-Coated Copper Alloy Conductor, 600-Volt, 110 Degrees C [CUST: CR AS 11 CC]
[REVIEW: 99 AR AT AV CR4 EC MC MI OS SH]

Wire, Electrical, Polyvinyl Chloride Insulated, Nylon Jacket, Tin-Coated
Copper Conductor, Medium Weight, 600-Volt, 105 Degrees C [CUST: CR AS 11 CC] [REVIEW:
99 ARAT AV CR4 EC MC MI OS SH]

Heater, Water and Ration (HWR) [CUST: GL 99] [REVIEW: 3584 AV MD1 QM1]

Valves, Cylinder, Gas (for Compressed or Liquefied Gases), General Specification for [CUST: AT
SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Acetylene, Outlet 510, Inlet 0.75 Inch (Pressures through 500 psig (3450 kPa)
at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Acetylene, Outlet 510, Inlet 1.00 Inch (Pressures through 500 psig (3450 kPa)
at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Acetylene, Outlet 200 (Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) [CUST: AT SH 68] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Air for Human Respiration, Outlet 346 (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Air, Outlet 590, Oil Tolerant, Industrial (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Anhydrous Ammonia (Dished-Heat Cylinder), Outlet 240, Inlet 0.75 Inch
(Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MCYD]

Valve, Cylinder, Gas: Anhydrous Ammonia (Convex-Heat Cylinder), Outlet 240, Inlet 0.75 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Anhydrous Ammonia (Dished-Head Cylinder), Outlet 240, Inlet 1.00 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Anhydrous Ammonia (Convex-Head Cylinder), Outlet 240, Inlet 1.00 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Argon, Helium, Nitrogen, Neon, and Xenon (Inert-Oil Free), Outlet 580
(Pressures through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68
GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Butane, Propane, Butane-Propane Mixture, MAPP Gas, and Propylene
(Maximum 100 Pound Nominal Capacity Cylinder), Outlet 510 (Pressures through 500 psig (3450
kPa) at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Carbon Dioxide, Outlet 320, Medical (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Carbon Dioxide, Outlet 940 (Pin-Index), Medical (Pressures Through 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC
YD]

Valve, Cylinder, Gas: Carbon Monoxide, Outlet 350 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]
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M

M

M

MIL-DTL-2/19D(1)

MIL-DTL-2/20D NOT 1
MIL-DTL-2/21D NOT 1
MIL-DTL-2/22E(1)

MIL-DTL-2/23D NOT 1
MIL-DTL-2/24D NOT 1

MIL-DTL-2/26D(1)

MIL-DTL-2/27D(1)

MIL-DTL-2/28D NOT 1

MIL-DTL-2/29D(1)
MIL-DTL-2/37D(1)

MIL-DTL-2/38E NOT 1

MIL-DTL-2/39D(1)
MIL-DTL-2/41D(1)
MIL-DTL-2/42E NOT 1
MIL-DTL-2/43D(1)

MIL-DTL-2/44D(1)

MIL-DTL-2/46D(1)

MIL-DTL-2/47B NOT 1

MIL-DTL-2/48B(1)

MIL-DTL-2/49B NOT 1

MIL-DTL-2/50B NOT 1

MIL-DTL-2/51B(1)

MIL-DTL-2/52A NOT 1
MIL-DTL-2/53A(1)
MIL-DTL-2/54A NOT 1
MIL-DTL-2/55A(1)

MIL-DTL-2/56A(1)

MIL-DTL-2/57A(1)

MIL-DTL-2/58A(1)

MIL-DTL-2/59A(1)

MIL-DTL-2/60A(1)

MIL-DTL-2/61A NOT 1

MIL-DTL-2/62A(1)

MIL-DTL-2/63A(1)

Valve, Cylinder, Gas: Ethylene Oxide-Carbon Dioxide Mixture, Outlet 350 (Pressures through 3000
psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV
MC]

Valve, Cylinder, Gas: Chlorine, Outlet 820 (Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Chlorine (Ton Container), Outlet 820 (Pressures Through 500 PSIG (3450
KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Refrigerants, Outlet 660 (Pressures through 500 psig (3450 kPa) at 70 Degrees
F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas. Ethyl Chloride, Outlet 300 (Pressures Through 500 PSIG (3450 KPA) at 70
Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Ethylene Oxide, Outlet 510 (Pressures Through 500 (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Helium and Nitrogen (Inert-Oil Tolerant), Outlet 590 (Pressures through 3000
psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV
MCYD]

Valve, Cylinder, Gas: Oxygen-Helium Mixture (Helium not over 80 Percent), Outlet 280, Medical
(Pressures through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68
GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas. Oxygen-Helium Mixture (Helium not Over 80 Percent), Outlet 890 (Pin-
Index_, Medical (Pressures Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST:
AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Hydrogen, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120
Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Nitrous Oxide, Outlet 326, Medical (Pressures through 3000 psig (20680 kPa)
at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Nitrous Oxide, Outlet 910 (Pin-Index), Medical (Pressures Thorugh 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC
YD]

Valve, Cylinder, Gas: Oxygen, Outlet 540 (Pressures through 3000 psig (20680 kPa) at 120 Degrees
F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Oxygen, Outlet 540, Medical (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Oxygen, Outlet 870 (Pin-Index), Medical (Pressures Through 3000 PSIG
(20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas. Phosgene, (Ton Container), Outlet 660 (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Butane, Propane, Butane-Propane Mixture, MAPP, and Propylene (Maximum
200 Pound Nominal Capacity Cylinder), Outlet 510 (Pressures through 500 psig (3450 kPa) at 70
Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Sulfur Hexafluoride, Outlet 590 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Air for Human Respiration, Outlet 950 (Pin-Index), Medical (Pressures
Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW:
ASAV MCYD]

Valve, Cylinder, Gas: Air for Human Respiration, Outlet 346, Medical (Pressures through 3000 psig
(20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Cyclopropane, Outlet 920 (Pin-Index), Medical (Pressures Through 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC
YD]

Valve, Cylinder, Gas: Methyl Bromide, Outlet 330(Pressures Through 3000 PSIG (20680 KPA) at
120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas. Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
677 (Pressures 5501 through 7500 psig (38000 through 51700 kPa) at 120 Degrees F (48.9 Degrees
C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Halon Fire Fighting Materials, Outlet 660 (Pressures Through 500 PSIG
(3450 KPA) at 70 Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Hexafluoroethane, Outlet 660 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Sulfur Dioxide, Outlet 660 (Pressures Through 500 PSIG (3450 KPA) at 70
Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder, Gas: Oxygen, Outlet 540 (Pressures through 3000 psig (20680 kPa) at 120 Degrees
F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
680 (Pressures 3001 through 5500 psig (20690 through 37900 kPa) at 120 Degrees F (48.9 Degrees
C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Helium and Nitrogen (Inert-Oil Tolerant), Outlet 621 (Pressures 3001 through
5500 psig (20690 through 37900 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MC]

Valve, Cylinder, Gas: Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
677 (Pressures 5501 through 7500 psig (38000 through 51700 kPa) at 120 Degrees F (48.9 Degrees
C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Air, Outlet 347 (Pressures 3001 through 5500 psig (20690 through 37900
kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Oxygen-Helium Mixture (Helium over 80 Percent), Outlet 500, Medical
(Pressures through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68
GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Oxygen-Helium Mixture (Helium not Over 80 Percent), Outlet 930 (Pin-
Index), Medical (Pressures Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) [CUST:
AT SH 68 GS7] [REVIEW: ASAV MC YD]

Valve, Cylinder Gas. Methane, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120 Degrees
F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

Valve, Cylinder, Gas: Natural Gas, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120
Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]
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M MIL-DTL-2/64A NOT 1 Valve, Cylinder, Gas: Hydrogen Chloride, Outlet 330 (Pressures Through 3000 PSIG (20680 KPA) |A 8120 GS7 04-OCT-2006
at 120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

M MIL-DTL-2/65A NOT 1 Valve, Cylinder, Gas: Hydrogen Sulfide, Outlet 330 (pressures Through 3000 PSIG (20680 KPA) at | A 8120 GS7 04-OCT-2006
120 Deg. F (48.9 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

M MIL-DTL-2/66A(1) Valve, Cylinder, Gas: Mildly Oxidizing Mixtures (5 to 23 Percent Oxygen), Outlet 590 (Pressures |A 8120 GS7 29-SEP-2006
through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7]
[REVIEW: ASAV MC]

M MIL-DTL-2/67A(1) Valve, Cylinder, Gas: Low Pressure, Flammable or Toxic Mixture, Outlet 510 (Pressuresthrough | A 8120 Gs7 29-SEP-2006
500 psig (3450 kPa) at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV
MC]

M MIL-DTL-2/68A(1) Valve, Cylinder, Gas: Inert-Oil Free Mixtures, Outlet 580 (Pressures Through 3000 psig (20680 kPa) | A 8120 GS7 29-SEP-2006
at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV MC]

M MIL-DTL-2/69A(1) Valve, Cylinder, Gas: Corrosive (ACIDIC) Mixtures, Outlet 330 (Pressures through 3000 psig A 8120 GS7 29-SEP-2006
(20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

M MIL-DTL-2/70A(1) Valve, Cylinder, Gas: High Pressure, Flammable or Toxic Mixtures, Outlet 350 (Pressures Through | A 8120 Gs7 29-SEP-2006
3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV
MC]

M MIL-DTL-2/71A(1) Valve, Cylinder, Gas: High Pressure, Toxic and Oxidizing Mixtures, Outlet 660 (Pressures Through |A 8120 GS7 29-SEP-2006
3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV
MC]

M MIL-DTL-2/72A(1) Valve, Cylinder, Gas: Fluorinating Compound Mixtures, Outlet 670 8120 GS7 29-SEP-2006
(Pressures Through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68]
[REVIEW: ASAV MC]

M MIL-DTL-2/73A(1) Valve, Cylinder, Gas: Corrosive (Basic) Mixtures, Outlet 705 (Pressures through 500 psg (3450 A 8120 GS7 29-SEP-2006
kPa) at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC]

M MIL-DTL-2/74A(1) Valve, Cylinder, Gas: Low Pressure, Toxic and Oxidizing Mixtures, Outlet 660 (Pressures Through |A 8120 GS7 29-SEP-2006
500 psig (3450 kPa) at 70 Degrees F (21.1 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV MC]

M MIL-DTL-2/75A(1) Valve, Cylinder, Gas: Oxygen, Outlet 577 (Pressures 3001 Through 4000 psig (20690 Through A 8120 GSs7 29-SEP-2006
27580 kPa) at 120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV MC|

M MIL-DTL-2/76A(1) Valve, Cylinder, Gas: Oxidizing Mixtures, Outlet 296 (Pressures Through 3000 psig (20680 kPa) at | A 8120 GS7 29-SEP-2006
120 Degrees F (48.9 Degrees C)) [CUST: AT SH 68] [REVIEW: ASAV MC]

M  MIL-DTL-2/77A NOT 1 Valve, Cylinder, Gas: Methyl Chloride, Outlet 660 (Pressures Through 500 PSIG (3450 KPA) at 70 |A 8120 GS7 04-OCT-2006
Deg. F (21.1 Deg. C)) [CUST: AT SH 68 GS7] [REVIEW: ASAV MC YD]

M MIL-DTL-3943/131C Decoration, Exceptional Public Service Medal, NASA [CUST: IH] [REVIEW: CT] A 8455 IH 04-OCT-2006

N MIL-DTL-3943/320 Decoration, NOAA Corps Outstanding Volunteer Service Medal, A 8455 IH 05-OCT-2006
National Oceanic and Atmospheric Administration [CUST: IH] [REVIEW: CT]

M  MIL-DTL-3943/323 Decoration, NOAA Corps Achievement Medal, National Oceanic and Atmospheric Administration |A 8455 IH 03-OCT-2006
[CUST: IH] [REVIEW: CT]

M MIL-DTL-11484/166C Lapel Button, Exceptional Public Service Medal, NASA [CUST: IH] [REVIEW: CT] A 8455 IH 04-OCT-2006

M MIL-DTL-11589/344C Ribbon, Exceptional Public Service Meda, NASA [CUST: IH] [REVIEW: CT] A 8455 IH 04-OCT-2006

N MIL-DTL-32219 Bagel, Shelf Stable, for Operational Rations [CUST: GL SA 35] [REVIEW: MC MD QM SS] A 8920 GL 03-OCT-2006

N DI-DRPR-81678 Engineering Documentation Product Drawings, Sanitized [AMSC: G7589] A DRPR NS 14-AUG-2006

N DI-DRPR-81679 Engineering Documentation Product Drawings, Modified and Sanitized [AMSC: G7590] A DRPR NS 14-AUG-2006

N DI-DRPR-81680 Engineering Documentation Products Drawings [AMSC: G7591] A DRPR NS 15-AUG-2006

N DI-DRPR-81681 Engineering Documentation Product Drawings, Modified [AMSC: G7592] A DRPR NS 14-AUG-2006

N STANAG-5034 The Standard TACAN Signa C ISDF 11 PENDING

M DI-MISC-81612B Research and Development (R&D) Project Summary A MISC SO 05-OCT-2007

N SISO-STD-003 Base Object Model (BOM) Template Specification [CUST: AC EC 05 DC2] A MSSM DMS 08-SEP-2006

N SISO-STD-003.1 Base Object Model (BOM) Use and Implementation, Guide for [CUST: AC EC 05 DC2] A MSSM DMS 08-SEP-2006

N DI-TMSS-81666 Maintenance Manual Changes [AMSC: G7577] A TMSS NS 14-AUG-2006

N DI-TMSS-81670 Evaluation of Technical Publications and Recommended Changes [AMSC: G7581] A TMSS NS 14-AUG-2006

N DI-TMSS-81671 Diagram-Oriented Documentation System Configuration/Maintenance Program [AMSC: G7582] A TMSS NS 14-AUG-2006

N DI-TMSS-81672 Diagram-Oriented Documentation System Configuration/Maintenance Diagram System Manual A TMSS NS 14-AUG-2006
[AMSC: G7583]

N DI-TMSS-81673 Diagram-Oriented Document System Configuration/Maintenance Diagram Sub System Manual A TMSS NS 14-AUG-2006
(Sanitized) [AMSC: G7584]

N DI-TMSS-81674 Diagram-Oriented Document System Configuration/Maintenance Diagram System Manual A TMSS NS 14-AUG-2006
(Sanitized) [AMSC: G7585]

N DI-TMSS-81675 Equipment Technical Manual (Sanitized) [AMSC: G7586] A TMSS NS 14-AUG-2006

N DI-TMSS-81676 Subsystem Technical Manual (Sanitized) [AMSC: G7587] A TMSS NS 14-AUG-2006

N DI-TMSS-81677 System Technical Manual (Sanitized) [AMSC: G7588] A TMSS NS 14-AUG-2006

N DI-TMSS-81682 Job Manual (Sanitized) [AMSC: G7593] A TMSS NS 14-AUG-2006

15-0OCT-2006
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M W-C-596/3C NOT 1 Connector, Plug, Electrical, General Purpose, General Grade, 2 Pole, 2 Wire, 15 Ampres, 125 Volts, |A 5935 / CC 16-OCT-2006
50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]
M  W-C-596/23C NOT 1 Connector, Plug, Electrical, General Purpose, General Grade, 2 Pole, 2 Wire, 20 Amperes, 250 Volts,| A 5935 /| CC 16-OCT-2006
50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 99 ASAV CR4 EC MC MI SH]
M  W-C-596/46C NOT 1 Connector, Receptacle, Electrical, Specific Purpose, Single, General Grade, Locking, 3 Pole, 3Wire, | A 5935 /| CC 06-OCT-2006
20 Amperes, 125/250 Volts, 50/60 Hertz [CUST: CR YD 11 CC] [REVIEW: 19 99 ASAV CR4 EC
MC MI SH]
M  MIL-PRF-1/1097H Electron Tube, Receiving Type 12AT7WC [CUST: CR EC 11 CC] [REVIEW: 71 99 AR ASAV A 5960 CcC 04-OCT-2006
CGMC MI OSSH]
M MIL-DTL-7989C SUP 1 Covers, Light-Transmitting, for Aeronautical Lights, General Specification for [CUST: AV AS99] |A 6220 IS 25-SEP-2006
[REVIEW: 71 MI]
M MIL-DTL-51408B Paper, Chemical Agent Detector, VGH, ABC-M8 [CUST: EA SH 99] X 6665 EA 10-OCT-2006
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M QPL-81790-8 NOT 1 Connectors, Receptacle, External Electric Power, Aircraft, General Specification for (S/Sby QPL- |A 5935 AS 21-SEP-2006
ASB1790)

M MIL-W-5086/1B NOT 1 Wire, Electrical, Polyvinyl Chloride Insulated, Nylon Jacket, Tin-Coated Copper Conductor, 600- A 6145 AS 29-SEP-2006
Volt, 105 Degrees C (S/S by SAE-AS50861/1) [CUST: CR AS 11 CC] [REVIEW: 19 99 AR AT
AV CR4 ECMC M| OS SH]

M MIL-W-5086/2C(1) NOT 1 Wire, Electrical, Polyvinyl Chloride Insulated PV C-Glass-Nylon, Tin-Coated Copper Conductor, A 6145 AS 29-SEP-2006
600-Volt, 105 Degrees C (S/S by SAE-AS50861/2) [CUST: CRAS 11 CC] [REVIEW: AR AT AV
CR4 EC MC MI OS SH]

M MIL-W-5086/3B(1) NOT 1 Wire, Electrical, Polyvinyl Chloride Insulated PV C-Glass-PV C-Nylon, Tin-Coated Copper A 6145 AS 29-SEP-2006
Conductor, 600-Volt, 105 Degrees C (S/S by SAE-AS50861/3) [CUST: CR AS 11 CC] [REVIEW:
ARAT AV CR4 EC MC MI OS SH]

M  MIL-W-5086/4B NOT 2 Wire, Electrical, Polyvinyl Chloride Insulated, Nylon Jacket, Tin-Coated Copper Conductor, 3000- |A 6145 AS 29-SEP-2006
Volt, 105 Degrees C (S/S by SAE-AS50861/4) [CUST: CR AS 11 CC] [REVIEW: 99 ARAT AV
CR4 EC MC MI OS SH]

M MIL-W-5086/5C NOT 2 Wire, Electrical, Polyvinyl Chloride Insulated, Polyvinlyidene Fluoride Jacket, Tin-Coated Copper | A 6145 AS 29-SEP-2006
Conductor, 600-Volt, 110 Degrees C (S/S by SAE-AS50861/5) [CUST: CR AS 11 CC] [REVIEW:
ARAT AV CR4 EC MC MI OS]

M MIL-W-5086/6C NOT 2 Wire, Electrical, Polyvinyl Chloride Insulated, Polyvinylidene Fluoride Jacket, Silver-Coated Copper | A 6145 AS 29-SEP-2006
Alloy Conductor, 600-Volt, 110 Degrees C (S/S by SAE-AS50861/6) [CUST: CR AS 11 CC]
[REVIEW: 99 AR AT AV CR4 EC ISMC MI OS SH]

M  MIL-W-5086/7B NOT 1 Wire, Electrical, Polyvinyl Chloride Insulated, Nylon Jacket, Tin- Coated Copper Conductor, A 6145 AS 29-SEP-2006
Medium Weight, 600 Volt, 105 Degrees C (S/S by SAE-AS50861/7) [CUST: CR AS 11 CC]
[REVIEW: 99 AR AT AV CR4 EC MC MI OS SH]

M QPL-5086-38 NOT 1 Wire, Electric, Polyvinyl Chloride Insulated, Copper or Copper Alloy (S/S by QPL-AS50861) A 6145 AS 29-SEP-2006

M ANSI-PH3.601 Lense, Focal Length Markings of (No S/'S Document) [CUST: CR AS 99] A 6760 70 04-OCT-2006

M PPP-B-621D(3) NOT 2 Boxes, Wood, Nailed and Lock Corner (S/Sby ASTM-D6880) [CUST: GL SA 11] [REVIEW: 03 A 8115 /  GL 03-OCT-2006
8499 ARASCG DH MD1MI MPMT OS SH SM YD]

M MIL-B-43188F NOT 2 Beefsteak, Dehydrated, Uncooked (See Notice 2 for Replacement Information) [CUST: GL SA 35] |A 8905 GL 11-OCT-2006
[REVIEW: MC MD QM S|

M MIL-R-44274B NOT 2 Rice, White, Thermostabilized, Tray Pack (See Notice 2 for Replacement Information) [CUST: GL |A 8920 GL 11-OCT-2006
SA 35] [REVIEW: MC MD QM SS]

M  MIL-C-43289F NOT 2 Chicken with Rice, Cooked, Dehydrated (See Notice 2 for Replacement Information) [CUST: GL A 8940 GL 11-OCT-2006
SA 35] [REVIEW: MC MD QM SS]

M  MIL-B-43404F NOT 2 Beef Stew, Cooked, Dehydrated (See Notice 2 for Replacement Information) [CUST: GL SA 35] A 8940 GL 11-OCT-2006
[REVIEW: MC MD QM S|

M MIL-T-44237B NOT 2 Turkey Slices With Gravy, Thermostablized, Tray Pack (See Notice 2 for Replacement Information) | A 8940 GL 11-OCT-2006
[CUST: GL SA 35] [REVIEW: MC MD QM SS]

M MIL-E-44470 NOT 2 Eggs, Scrambled, Cooked, Dehydrated, (Operational Ration Component)(See Notice 2 for A 8940 GL 11-OCT-2006
Replacement Information) [CUST: GL SA 35] [REVIEW: MC MD QM SS]

M MIL-M-44343A NOT 2 Meal Module, Tray Pack, 18-Soldier, Assembly of (See Notice 2 for Replacement Information) A 8970 GL 11-OCT-2006
[CUST: GL SA 35] [REVIEW: MC MD QM SS]
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